
 K-Array technology deli vers wh at other s 
cannot;  th e l atest inn ovation from K-Array 
is the Kobra KV50vb.  A revolut iona ry variable 
beam l ine ar ray th at mark s a miles ton e in 
PA technology.
 The KV50vb is a h igh technol ogy 3D line 
array speaker system th at can pr oduce 
extremely hi gh sound pr essure l evels with  
unpre cedented qu alit y.
 K-Arra y are masters in the ar t o f p rod ucing 
stylish compact systems that  deliver f ar more 
tha n seems pla usible fro m such ti ny 
enclosures. N ow the KV50vb m oves the goal 
post even fu rthe r f rom th e comp eti tio n w ith  
its pa tenten ted (pend ing) var iable  beam 
eng ineering.
 Al l Kobra systems ha ve the ab ility  to be 
mounted  in th e t rad iti onal verti cal ma nner 
or horizonta lly making them all  bu t i nvisible 
in situatio ns such as TV studios, p laces of 
worship, etc.  The KV50vb ha s anothe r 
advantage: it can change the coverage fro m 
the usual 7° to an amazi ng 120° at the mere 
fli ck of a switch.  This abili ty coupled wi th 
its di minu tive size and weigh t m ake th is an 
unpara llele d l ine ar ray system that is perfect 
for al most any venue f rom small  clubs to 
large  ou tdo or events.
 The KV50vb's rugged mil itar y spec enclosure 
is buil t t o stan d the rigours of heavy tou ring,  
but not at the expense of weight and size.  
It contai ns a l ine ar ray of 8 2 " high ef ficiency 
drive units wi th neodymium  magnet structures 
and suspensions engine ered f or maximum  
line ar excursion an d m ini mum residual 
transdu cer no ise.
This ti ny slim colu mn is a m ere 3. 6cm deep 
and weigh s in a t a n extremel y modest 9Kg, 
yet it del ivers true crystal clear au dio wi th 
an out put of 11 4dB conti nuou s.
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KK 50vb - Through Thick & Thin

New materials and design are introduced into existing products without previous notice.
Present systems may differ in some respects from those presented in this brochure.

Acoustics
Power handling
Max power
Impedance
Operating frequency range
Frequency range
SPL 1W/1mt
Maximum SPL

Coverage
Horizontal
Vertical

Transducers
Low - Mid frequency
High frequency

Power Audio Input
Connectors
Wiring

Selection Switches
Connectors

Power Input
Connectors

Recommended Amplifiers
Single ended mode

Bridge mode

Physical
Measures
Weight

Te c h n i c a l D e t a i l s

Note s for d ata

1. Power handling is measured following AES standard conditions: transducers driven continuously for two hours with a 
    band-limited noise signal having 6 dB of crest factor.
2. Max power is the maximum RMS applicable power for a musical signal, the referement signal is the one proposed by
    EIAJ standard.
3. Recommended maximum operating frequency range. Response depends on loading conditions and room acoustics.
4. Free field measured with 1/3 octave frequency resolution at 2 mt.
5. Measured@4 mt then scaled@1 mt.
6. Measured with audio source @1 mt.
7. This is the frequency in which the transducers produce the same sound pressure level (measured@2 mt).
8. Amplifier wattage rating is based on the maximum unclipped burst sine wave RMS voltage that the amplifier will produce 
    into the the nominal load impedance.

150 W1 

300 W2 
16 !  
200 Hz - 19 KHz +/- 3dB (preset relating)3 
150 HZ - 20 KHz +/- 3dB (preset relating)4

92 dB (low-mid)5

114 dB continuos - 120 dB peak6

100°(single unit) - array dependent
7° or 120° selectable

8 x 2" Neodymium cone driver with 1.75" voice coil
1 x Neodymium dome tweeter with 1" voice coil

Two x 4 pins SPEAKON
CH 1 (1+ / 1-)  - CH 2 (2+ / 2-)

CH 1 / CH 2 wiring mode possibility

2 x Speakon IN/OUT

KA7 and KA10 to drive till 4 units each channel
KA40 to drive till 4 units each channel
KA7 and KA10 to drive 2 unit each amplifier

56 x 70 x 500 mm
2.5 Kg
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Features:
 
  Selectable vertical coverage  

  Un ique perform ance-to -size rat io

  Mu ltipl e 2" l ong excursion 
  fu ll -range  dr ivers

  Wide hor izontal  coverage

  Smooth frequency response

  Hi gh dynamic range capabi lity

    Top qualit y compon ents for 
   ou tstanding performances

  Essential  frame for in visible arrays

  Availab le in Black or Wh ite  

Applications:
  
  Theatres main PA arrays

  House of wor ship

  Front and  under-balcony fill

  Portabl e and installed AV  systems

  Stage and  AV-Studios monitoring


